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PARTS LIST

ASSEMBLY AND OPERATION INSTRUCTIONS  
Applies to all Horses, Standing, Walking, Working and Grazing

A. HORSE X1

B. METAL J HOOK 230MM X2

SAVE THESE INSTRUCTION FOR FUTURE REFERENCE.

BEFORE  ASSEMBLING, MAKE SURE YOU HAVE THE RIGHT AMOUNT OF PARTS. IF ANY PARTS ARE MISSING  DO NOT ATTEMPT TO ASSEMBLY AND

CONTACT +63-917-664-9864  OR EMAIL  sales@mkthemedattractions.com.ph.

IF THE ITEM STILL NOT WORKING, CONTACT   +63-917-564-9864  OR  EMAIL  sales@mkthemedattractions.com.ph
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re some care avoid damagingRequi  the panel

1   

2
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  THE METAL J HOOK HAS BEEN PLACED ON THE FRONT AND BACK HORSE FEET FLANGES AND DRIVEN INTO THE 

GROUND.
NOTE:  THIS ITEM MAY ONLY BE CONNECTED ON EVEN GROUND IN THE SOIL

STEP 2.  USE A HAMMER TO DRIVE THE METAL J HOOK INTO THE GROUND
NOTE  THE DEPTH IN THE GROUND IS 230MM

STEP 1.  FIRST ATTACH PART B  ( METAL J HOOK 230MM) TO  PART A FLANGES FRONT AND BACK FEET OF THE HORSE
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Anchoring Walking Horse

REV. DETAILS OF CHANGES EFFECTIVITY DATE: PREPARED BY: APPROVED BY

Dec. 03, 2025 JPDINITIAL RELEASED.00

WoodConcreteGround/ Soil Type

Lag Screw/ 
Coach Screw 

with Flat 
washer

Wedge Anchor/ 
Sleeve Anchor

Metal hookRecommended 
Anchor Bolts

M8 bolts + 
washers to a 

steel baseplate

M8 (3/8”)ROUND BAR 
10MM Ø 

(BENT METAL ROD)

Specification

50-60 mm50-60 mm28 CMMinimum 
embedment

70-90 mm70-90 mm35 CMRecommended 
Bolt/Hook 
Length

Image 
Reference

Recommended Anchor Bolts

Safe Load Capacity base on Testing the Horse Walking 
item on ground/soil using hook metal is 250 kg.



Anchoring Walking Horse

REV. DETAILS OF CHANGES EFFECTIVITY DATE: PREPARED BY: APPROVED BY

INITIAL RELEASED.00

Testing done: 

Perform testing for floor 
mounted of Horse Walking items on 
ground or soil, involve an experimental 
set-up to apply a controlled horizontal 
force and determine the point at which 
the statues becomes unstable. The 
primary goal is to find the maximum 
torque the statue can withstand before 
its center of mass moves outside its 
support base, causing it to topple.

Pulley System & Weights  
a method to apply force in a consistent, 
horizontal direction.

Apply force slowly and 
steadily, increasing the load 
incrementally from 25kgs to 250 kgs .

Dec. 03, 2025 JPD

Note: The item is already top coated 
and intended for outdoor and indoor.
Material Used: ANZAHL 000 TOP 
COAT.
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